
Gage Connection Options
 

Bill of Materials
Part Material

1 Chamber
2 Cover
3 Glass        
4 Gasket
4 Shield
5 Cushion
6 Bolt
7 Washer

8 Nut
9 Nipples &

Center Tube

Notes

Dimensions
C
D

Steam-Trac ST-1600

3-Section
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Model Dim “A” Dim “B”

ST-1600-73 10.250
ST-1600-83 11.875
ST-1600-93 12.625

Dimensions in Inches


	Reference: 
	Chamber: A-105, Carbon Steel
	Cover: Forged Carbon Steel
	Glass: Tempered Borosillicate
	Cushion: IFG 5500
	Gasket: GHR Grafoil
	Shield: HQ Mica
	Washer: 17-7 PH Stainless Steel, Cadmium Plated
	Nut: A-194-2H, Cadmium Plated
	Notes: 
	Dim C: 
	Customer: 
	Cust Ref: 
	Factory Ref: 
	Date: 
	Drawing Number: 
	Serial Number: 
	Checked By: 
	Certified By: 
	Con Type: Gage Connection, See Box Below
	Connection Type: Off
	Model: Off
	Bolt: A-193 B7, Cadmium Plated
	Type01a: Stuffing Box Nipple
	Type01b: Socket Weld
	Type02a: Flange
	Type02b: 
	Type03b: 
	Type03a: Union
	Type04b: 
	Type04a: NPT
	Nipples & Center Tube: A-106B, Carbon Steel
	Dim D: 
	Dim B - 73: 28.375
	Dim B - 83: 33.25
	Dim B - 93: 35.5


