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12.5.1.3 Installation drawing (cont.)
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AGENCY CONTROLLED DRAWING (ATEX/IEC). NO CHANGES WITHOUT PRIOR AGENCY APPROVAL
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NOTES:

1. ALL NATIONAL AND LOCAL CODES AND REGULATIONS MUST BE ADHERED TO
WHEN INSTALLING THE MTS LP SENSOR IN HAZARDOUS ENVIRONMENTS.
SEAL ALL CONDUITS WITHIN 457 MM (1

2.LOOP CABLE MUST BE 24 AWG TO 14 AWG (.511MM? to 1.6MM?)
SHIELDED TWISTED PAIR CABLE WITH SHIELD. CABLE CAPACITANCE MUST
BE LESS THAN 30 pF PER FOOT (98 pF PER m). CABLE SHIELD IS CONNECTED
TO SYSTEM GROUND IN NON-HAZARDOUS AREA. SEE INSTALLATION MANUAL FOR
ADDITIONAL CABLE INFORMATION.

3. THE RESISTANCE BETWEEN EARTH GROUND AND THE INTRINSICALLY SAFE GROUND
MUST BE LESS THAN 1 OHM.

4. THE TRANSDUCER FRAME SHALL BE GROUNDED TO EARTH GROUND
DIRECTLY OR THROUGH THE EQUIPMENT ON WHICH IT IS MOUNTED.

5. CONTROL EQUIPMENT CONNECTED TO ASSOCIATED APPARATUS MUST
NOT USE OR GENERATE MORE THAN 250 VRMS OR VDC.

6. ASSOCIATED APPARATUS MANUFACTURER'S INSTALLATION DRAWING MUST
BE FOLLOWED WHEN INSTALLING THIS EQUIPMENT

7. ONLY USE ATEX/IEC APPROVED BARRIERS.

8. APPROVED LOOP SEPARATION METHODS:
*RUN LOOPS IN SEPARATE CABLES
*RUN LOOPS IN SEPARATE GROUNDED SHIELDS

9. ENTITY PARAMETERS EACH LOOP:
Ui =28 VDC
li = 120 mA
Ci = 0uF
Li =5uH
Pi =840 mW

10. DUAL-CAVITY ENCLOSURES:
CUSTOMER CONNECTIONS WILL BE MADE AT TERMINAL BLOCK ON POWER SIDE
OF HOUSING (NOT TO TERMINAL BLOCK ON INTERCONNECT BOARD)

11 FOR INSTALLATION WITHIN THE EUROPEAN UNION, SEE EN 60079-14.

12.THE MAXIMUM PERMITTED AMBIENT TEMPERATURE OF THE LEVEL PLUS DIGITAL/ANALOG
LEVEL TRANSMITTER IS 71 °C. TO AVOID THE EFFECTS OF PROCESS TEMPERATURE AND
OTHER THERMAL EFFECTS CARE SHALL BE TAKEN TO ENSURE THE SURROUNDING AMBIENT
AND THE AMBIENT INSIDE THE TRANSMITTER HOUSING DOES NOT EXCEED 71°C

13.CAUTION: FLEXIBLE GAUGES HAVE A MINIMUM BEND RADIUS OF 406MM (16")

14. WARNING: THE APPARATUS ENCLOSURE CONTAINS ALUMINUM AND IS CONSIDERED TO
CONSTITUTE A POTENTIAL RISK OF IGNITION BY IMPACT OR FRICTION. CARE MUST BE TAKEN
INTO ACCOUNT DURING INSTALLATION AND USE TO PREVENT IMPACT OR FRICTION

15.WARNING: SUBSTITUTION OF COMPONENTS MAY IMPAIR INTRINSIC SAFETY.

16.WARNING: TO PREVENT IGNITION OF FLAMMABLE OR COMBUSTIBLE ATMOSPHERES.
DISCONNECT POWER BEFORE SERVICING.

17.WARNING: THE EQUIPMENT CONTAINS NON-METALLIC ENCLOSURE PARTS, TO PREVENT
THE RISK OF ELECTROSTATIC SPARKING. THE NON-METALLIC SURFACE SHOULD ONLY
BE CLEANED WITH A DAMP CLOTH.

***NO REVISIONS SHALL BE MADE WITHOUT NOTIFICATION TO APPROVAL AGENCY(S)***
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A | 7570 | RELEASE TO PRODUCTION MS 10/24/14
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Fig. 53: Intrinsically Safe ATEX / IECEx installation drawing, HART®, Page 1
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LOCATIONS

USA

MTS Systems Corporation
Sensors Division

3001 Sheldon Drive

Cary, N.C. 27513, USA
Tel. +1919677-0100

Fax +1919677-0200
info.us@mtssensors.com
www.mtssensors.com

JAPAN

MTS Sensors Technology Corp.
737 Aihara-machi,

Machida-shi,

Tokyo 194-0211, Japan

Tel. +8142775-3838

Fax +8142775-5512
info.jp@mtssensors.com
www.mtssensors.com

FRANCE

MTS Systems SAS

Zone EUROPARC Batiment EXA 16
16/18, rue Eugéne Dupuis

94046 Creteil, France

Tel. +331584390-28

Fax +33 158 4390-03
info.fr@mtssensors.com
www.mtssensors.com

GERMANY

MTS Sensor Technologie
GmbH & Co. KG

Auf dem Schiiffel 9

58513 Lidenscheid, Germany
Tel. +49 2351 9587-0

Fax +49 235156491
info.de@mtssensors.com
Www.mtssensors.com

CHINA

MTS Sensors

Room 504, Huajing Commercial Center,
No. 188, North Qinzhou Road

200233 Shanghai, China

Tel. +86 21 6485 5800

Fax +86 21 6495 6329
info.cn@mtssensors.com
Wwww.mtssensors.com

ITALY

MTS Systems Srl.
Sensor Division

Via Camillo Golgi, 5/7
25064 Gussago (BS), Italy
Tel. +39030988 3819

Fax +39030 982 3359
info.it@mtssensors.com
www.mtssensors.com
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LEGAL NOTICES

MTS, Temposonics and Level Plus are registered trademarks of MTS Systems Corporation
in the United States; MTS SENSORS and the MTS SENSORS logo are trademarks of MTS
Systems Corporation within the United States. These trademarks may be protected in other
countries. All other trademarks are the property of their respective owners.

Copyright © 2018 MTS Systems Corporation. No license of any intellectual property
rights is granted. MTS reserves the right to change the information within this document,
change product designs, or withdraw products from availability for purchase without
notice. Typographic and graphics errors or omissions are unintentional and subject to
correction. Visit www.mtssensors.com for the latest product information.
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